Squore cut

Minimum of 2 buds GENERAL NOTES:
- exposed above ground
? 4 S 1. Live stake or cutting plonted
115 Ylik Tamp soil around cutting ﬁ‘ .
f | 2

R perpendicular to ground surface.
or live stake 2. See plont moterial list for species
length ond spacing.

Existing soil
Angle cut 30-4

A 3. Live stokes - 50mm diometer minimum,

_ 4, Install fascime paorallel to contours
gﬁﬁllg“; unless specified differently.
5. Fascines constructed of a minimum 35%
live, quick rooting material. Live moterial
shall be placed on the bottom of the bundle.
6. Branches for fascine construction shall be

10 - 50mm in diaometer.
LIVE CUTTING LIVE STAKE

Stakes installed through ond below bundles
Top of stokes flush with top of fascine

Stoke through fascine bundles, .9-1.2m o.c.

Shal low contour trench

ALL DIMENSIONS ARE IN MILLIMETERS
UNLESS OTHERWISE NOTED.

CUTTING, LIVE STAKE AND FASCINE
150-200mm in diameter bundles BIOENGINEERING DETAILS

Live stokes Not To Scale

Cuttings tied with natural twine or wire 300-600mm o.c.

Alternate cuttings to form ftaopered ends
Ends to overlop in trench to lost tie.
Fascine length - 2-3M

STANDARD PLAN
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